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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 
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FOREWORD 

This Indian Standard ( Second Revision ) was adopted by the Bureau of Indian Standards, after 
the draft finalized by the Stationery and Allied Products Sectional Committee had been approved 
by the Chemical Division Council. 

This standard was originally published in 1969 and subsequently revised in 1981 in which the 
mass of coated stencil paper was reduced to 48 g/m* keeping in view its adequacy for the required 
performance. The committee had opined to further lower the mass of coated stencil paper which 
was considered necessary for some Indian languages where thick types of letters are used. 
However, during the revision in 1981 the committee decided to fix the limit as 48 g/m^ and 
consider further reduction only after experience of actual use over a few years. 

In this revision, therefore, the requirement for mass of coated stencil paper has been reduced 
from 48 g/m^ to 40 g/m^. The requirement for backing sheet has also been modified. 

This standard contains 4.14 and 4.15 which call for agreement between the purchaser and the 
supplier. 

For the purpose of deciding whether a particular requirement of this standard is complied with, 
the finalValue, observed or calculated, expressing the result of a test or analysis, shall be 
rounded off in accordance with IS 2 : 1960 *Rules for rounding off numerical values ( revised ). 
The number of significant places retained in the rounded off value should be the same as that of 
the specified value in this standard. 
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Indian Standard 
STENCIL PAPER — SPECIFICATION 

( Second Revision ) 



1 SCOPE 

This standard prescribes requirements and 
methods of sampling and test for waxless stencil 
papers used on duplicating machines. 

2 REFERENCES 

The Indian Standards listed below are necessary 
adjuncts to this standard: 



IS No. 


Title 


170 : 1986 


Acetone ( third revision ) 


1060 ( Part 1 ) : 
1966 

1070 : 1992 


Method of sampling and test 
for paper and allied products: 
Part 1 ( revised ) 

Reagent g^ade water {third 
revision ) 


4395 : 1987 
4905 : 1968 


Glossary of terms relating to 
inks and allied industries 
( first revision ) 

Methods for random sampling 



3 TERMINOLOGY 

For the purpose of this standard, the definitions 
given in IS 4395 : 1987 shall apply. 

4 REQUIREMENTS 

4.1 Description 

4.1.1 The stencil paper when cut on the type- 
writer or by a stylus by hand, shall be capable 
of rendering impressions when worked on a 
duplicating machine with duplicating ink. The 
impressions shall be of good definition and 
shall be free from patches, pin-holes, marks, 
etc. 

4.1.2 The stencil paper shall be free from any 
pronounced and disagreable odour. 

4.1.3 The stencil paper shall permit visibility of 
guides placed under it. 

4.2 Material 

The stencil paper shall be of suitable fibrous 
tissue coated with non-wax-based film forming 
material. 

4.3 Elongation 

The average of the elongation in machine 
direction and cross direction shall be not more 



than 6 percent when tested by the method 
prescribed in 12,3 of IS 1060 ( Part 1 ) : 1966. 

4.4 Tensile Strength 

The average of the tensile strength in machine 
direction and crojss direction shall be not less 
than 0-35 kg/cm width when tested by the 
method prescribed in 12.3 of IS 1060 ( Part 1 ) ; 
1966. 

4.5 Burst Factor 

The bur^t factor shall be not less than 7-5 when 
tested as prescribed in 12.5 of IS 1060 ( Part 1 ) : 
1966. 

4.6 Mass of Coating 

The mass of coated stencil pctper shall be not 
less than 40 g/m^ and the mass of the soluble 
coating shall be not less than 28 g/ni^ when 
determined by the method prescribed in 
Annex A. 

4.7 Cut-Outs and Tilling 

The stencil paper shall withstand the cut-outs 
and filling test as prescribed in Annex B. 

4.8 Use with Stylus 

The stencil paper shall show clear and uniform 
cutting with a stylus pen having a round ( not 
sharp ) point. It shall not tear or pull the paper 
at the time of writing' with stylus pen using a 
writing plate with normal uniform pressure and 
shall not show any feathering. 

4.9 Performance 

The stencil paper shall be capable of producing 
not less than 750 clear copies and then, after 
three days, another 500 copies without distor- 
tion, cracks or other failures that impair 
legibility. The cuts of the stencil shall allow 
the ink to flow readily to give clear impressions. 

4.10 Legibility of Typing 

The stencil paper shall be such that the cut 
stencil can be read easily against a lighted 
background. 

4.11 Moisture Resistance 

The stencil paper shall withstand the moisture 
resistance test prescribed in Annex C. 
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4.T2 Keeping Quality 

The stencil paper shall be capable of retaining 
its serviceability under normal storage condi- 
tions for not less than 2 years from the date of 
manufacture which shall be tested by the 
accelerated ageing test prescribed in Annex D. 

4.13 Backing Sheet 

Each sheet of stencil paper shall be properly 
backed with a backing sheet. The backing 
sheet shall conform to IS 3302 : 1986 and shall 
be tested before collating the stencil paper to 
the backing sheet. The backing sheet head shall 
be suitably punched to enable it to be properly 
fitted to the respective duplicating machine for 
which the punching has been intended. 

4.14 Interleaving Sheet 

Each stencil paper shall be interleaved with a 
grease-proof paper or a sheet of carbon paper 
( single side or double side ) as agreed to 
between the purchaser and the supplier. In case 
of interleaving with grease-proof paper, eight 
extra sheets of carbon paper of appropriate 
size shall be provided for every 25 stencil 
papers. 

4.15 Sizes 

The size of the stencil paper shall be as agreed 
to between the purchaser and the supplier. 



4.16 Scale 

The limits up to which the cutting can be done 
for different sizes of stencil papers including A3 
or A4 size, as the case may be, shall be 
indicated on the stencil. 

5 PACKING AND MARKING 

5.1 Pacliing 

Stencil sheets shall be securely packed in 
packets of 25, 50 or 100 as required. 

5.2 Marking 

Each packet shall be marked with the following 
information: 

a) Name and size of the material; 

b) Number of sheets in the packet and the 
type of interleaving; 

c) Indication of the source of manufacture; 

d) Month and year of manufacture; and 

e) Batch number in code or otherwise to 



enable the lot of manufacture to 
traced from records. 



be 



6 SAMPLING 

The mathod of drawing representative samples 
of the material, number of tests to be performed 
and the criteria for conformity of the material 
to the requirements of this specification shall 
be as prescribed in Annex E. 



ANNEX A 

( Clause 4.6 ) 
DETERMINATION OF MASS OF COATING 



A-1 lEST PIECE 

A-1.1 Condition a stencil paper as prescribed 
in A-2.1.1 and cut out a test piece measuring 
10 cm X 100 cm. Weigh it accurately. 

A.2 DECOATING 

A-2.1 Take a suitable quantity of acetone 
( see IS 170 : 1986 ) in a beaker and immerse the 
test piece into the solvent until the tissue is clean. 
During this operation, hold the test piece with 
forceps and agitate through the solvent. Repeat 
the operation with a fresh quantity of solvent. 
After the coating has been completely removed, 
dry the decoated stencil paper, condition it 
( see A-2.1.1 ) and weigh accurately. 



A-2.1. 1 Conditioning 

Suspend the test piece in conditioning chamber 
in which relative humidity of 65 ± 2 percent 
and temperature of 27 ± 2°C is maintained 
( temperature should not vary by more than 
± PC in a given series of tests ) in such a way 
that conditioning atmosphere has free access 
to all its surfaces. The test piece shall be 
deemed to have reached equilibrium when the 
results of two consecutive weighings at an 
interval of one hour do not differ by more than 
0-5 percent of the total mass. 

A-3 CALCULATIONS 

A-3.1 Mass of coated w 

stencil paper, g/m^ = —^ 
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where 

Ml = mass in g of test piece as determined 
in A-1.1, and 

A ^ area in m^ of the test niece, 

A-S.Z Mass of coating on the 

stencil paper, g/m8 :^ MuzJk^ 



where 

M, = mass in g of the test piece before 
decoating, 

Afa = mass in g of the test piece after 
decoating, and 

A = area in m^ of the test piece. 

NOTE — Paper scale calibrated to give direct read- 
ing in g/m' may be used for weighing the test piece. 



ANNEX B 

( Clause 4.7 ) 

TEST FOR CUT-OUTS AND FILLING 



B-1 PROCEDURE 

B-1.1 Type five sets of lines each having e, and 
8 on the stencil paper with a suitable type- 
writer properly spaced so as to cover the whole 
stencil. The stencil paper shall be considered 



satisfactory if the impressions are clear and 
distinct without any evidence of cut-outs and 
tendency of filling up of the letters before as 
well as after the test is made on a duplicating 
machine. 



ANNEX C 

( Clause 4M ) 
TEST FOR RESISTANCE TO MOISTURE 



C-1 PROCEDURE 

C-1.1 Cut a test piece of size 10 cm x 10 cm 
of stencil paper with backing sheet. Put a 
drop of distilled water ( see IS 1070 : 1992 ) 
on the backing sheet (in between the stencil 
and backing sheet ) and place it between two 
glass plates ( 10 cm x 10 cm x 0-6 cm ). Put 



a weight of 1 kg on the upper glass plate and 
allow to stand for 5 minutes. Separate the 
siencii from the backing sheet with a steady 
pull. The stencil shall be considered to have 
satisfied the requirement of the test if it 
separates from the backing sheet without any 
indication of sticking or disintegration. 



ANNEX D 

{ Clause 4.12 ) 

ACCELERATED AGEING TEST 



D^l PROCEDURE 

D-1.1 Cut a 3 cm X 10 cm strip of stencil papsr 
along with the backing sheet, and keep it 
between two pieces of flat glass plates ( 3 cm x 
10 cm X 0*6 cm ) and put a weight of 1 kg on 
the upper glass plate. Keep the whole assem- 
bly for three hours inside a hot oven in which 



the temperature is maintained at 100 ± S'^C. 
At the end of three hours the stencil paper 
shall show no tendency to stick to backing sheet 
nor any evidence of brittleness. There shall be 
no appreciable change in the colour of the 
stencil paper when compared with the original 
unhealed portion of the sample. 
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ANNEX E 

( Clause 6 ) 

SAMPLING OF STENCIL PAPER 



El GENERAL PRECAUTIONS 

E-1.1 Stencil sheets shall be taken out in a 
covered place. 

E-1.2 They shall be protected from abnormal 
exposure to heat and light and shall not be 
allowed to come in contact with any fluid. 

E-1.3 Samples shall be handled as little as 
possible and contact with sweated hands shall 
he avoided. 

E-1.4 Tests for strength characteristics shall 
not be carried out with portions bearing water 
marks, creases or any visible imperfections. 

E.2 SCALE OF SAMPLING 

E-2.1 Lot 

All the packets in a single consignment contain- 
ing stencil papers of the same size, type and 
from the same batch of manufacture shall 
constitute a lot. 

E-2.1. 1 Samples shall be tested from each lot 
separately for ascertaining conformity of the 
lot to the requirements of this specification. 

E-2.2 The number of packets to be selected 
from a lot for sampling shall depend up^n the 
size of the lot and shall be in accordance with 
col 1 and 2 of Table 1. 

E-2.3 These packets shall be selected at random 
from the lot. In order to ensure randomness 
of selection, reference may be made to IS 4905 : 
1968. In case this standard is not readily 
available, the following procedure may be 
adopted. 

'Starting from any packet in the lot, count 

them in one order as 1, 2, 3, , up to r 

and so on where r is the integral part of 
Njn ( A/' being the number of packets in the 
lot and n the number of packets to ba 
selected ). Every rth packet thus counted 
shall be withdrawn till the required number 
of packets is obtauied'. 

E-2.4 From each of the packets selected accor- 
ding to E-2.3 four stencil sheets shall be 
selected at random so as to give the total num- 
ber of sheets in accordance with col 3 of 
Table 1. 

E.3 NUMBER OF TESI5AND CRITERIA 
FOR CONFORMITY 

E-3.I Visual and Dimensional Characteristics 

E-3.L1 All the packets selected from a lot 



according to E-2.3 shall be opened and 
examined for proper provisions of backing sheets 
and interleaving sheets. All the stencil papers 
shall be examined for odour ( see 4,1.2 ), trans- 
parency ( see 4,1.3 ), quality of backing sheet 
( see 4,13 ) and for sizes ( see 4.15 ). Any sheet 
failing in respect of one or more characteristics 
shall be termed defective. 

E-3.1,2 In respect of these characteristics a lot 
shall be considered to satisfy the requirements 
of the specification if the number of defective 
sheets found under E-3.1,1 is not more than the 
corresponding permissible number of defective 
sheets given in col 4 of Table 1. 



of Cutting, Legibility 



E-3.2 Strength, Quality 
and Use with Stylus 

E-3.2. 1 The lot which has been found satis- 
factory under E-3.1 shall then be tested for 
tensile strength, cut-out and filling, use with 
stylus, legibility and bursting strength. 

E-3.2.2 The number of tests to be conducted 
for each of these characteristics depends on the 
lot jsize and shall be as given in col 5 of 
Table 1, For this purpose, sufficient number of 
jsheets shall be withdrawn from the sample 
selected under E,2.4 and these sheets shall be 
subjected to tests for elongation, tensik strength, 
bursting factor, cut-outs and filling, use with 
stylus and legibility. 

E-3.2.3 A lot shall be declared as conforming 
to the requirements of the characteristics 
mentioned above, if for each of the character- 
istics, all the tests individually satisfy the 
corresponding requirements. 

E-3.3 Performance, Mass 
Moisture Resistance 



of Coating and 



E-3.3.1 A lot which has been found satisfactory 
under E-3.1 and E-3,2 shall then be tested for 
performance, mass of coating and moisture 
resistance. For this purpose, one test shall be 
conducted for each of the characteristics If the 
lot size is 300 and below, and two tests in other 
cases. A sub-sample of stencil sheets required 
for these tests shall be taken from among those 
selected under E-3.1. 

E-3.3.2 A lot shall be deemed to have satisfied 
the requirements for these characteristics if 
for each of the characteristics all the test 
results individually satisfy the corresponding 
requirements. 
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Table 1 Number of Packets and Sheets to be Selected and Permissible Number of Defectives 

( Clauses £-2.2, E-2.3, E-2.4,.E-3.1.2 a«^E-3.2.2 ) 

No. of Tests for Elongation 
Tensile Strength, Bursting 
Strength, Cut-Out ^nd 
Filling, Use with Stylus 
and Legibility 

(5) 

1 
2 
3 
5 
8 



No of Packets 
in the Lot 


For Examining Odour, Transparency, Backing Sheets 
and Sizes 


N 


to 


K of Packets 
be Selected 

n 


Total No of 

-Sheets to be 

Selected 


Permissible No of 
Defective Sheets 


(1) 

Up to 25 




(2) 

3 


(3) 
12 


(4) 
1 


26 to 100 




5 


20 


2 


101 to 150 




8 


32 


3 


151 to 300 




13 


52 


5 


301 and above 




20 


80 


7 



E-3.4 A lot which has satisfied all the critetia 
given -in E-3.1, E-3.2 and E-3.3 shall then be 
tested for keeping quality. For this purpose 
one packet shall be chosen from the sample 



selected under E-2.3. The lot shall be declared 
as conforming to the requirements for keeping 
quality if the packets passes the corresponding 
test. 



Standard Mark 

The use of the Standard Mark is governed by the provisions of the Bureau of Indian 
Standards Acty \986 and the Rules and Regulations made thereunder. The Standard Mark 
on products covered by an Indian Standard conveys the assurance that they have been 
produced to comply with the requirements of that standard under a well defined system 
of inspection, testing and quality control which is devised and supervised by BIS and 
operated by the producer. Standard marked products are also continuously checked by 
BIS for conformity to that standard as a further safeguard. Details of conditions under 
which a licence for the use of the Standard Mark may be granted to manufacturers or 
producers may be obtained from the Bureau of Indian Standards. 



Bnreaa of Indian Standards 

BIS is a statutory institution established under the Bureau of Indian Standards Act, 1986 to 
promote harmonious development of the activities of standardization, marking and quality 
certification of goods and attending to connected matters in the country. 

Copyright 

BIS has the copyright of all its publications. No part of these publications may be reproduced 
in any form without the prior permission in writing of BIS. This does not preclude the free use, 
in the course of implementing the standard, of necessary details, such as symbols and sizes, type 
or grade designations. Enquiries relating to copyright be addressed to the Director 
( Publications ), BIS. 

Revision of Indian Standards 

Amendments are issued to standards as the need arises on the basis of comments. Standards 
are also reviewed periodically; a standard along with amendments is reaffirmed when such review 
indicates that no changes are needed; if the review indicates that changes are needed, it is taken 
up for revision. Users of Indian Standards should ascertain that they are in possession of the 
latest amendments or edition by referring to the latest issue of *BIS Handbook and 'Standards 
Monthly Additions'. Comments on this Indian Standard may be sent to BIS giving the following 
reference: 

Doc: No. CHD014 (0594) 
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AMENDMENT NO. 1 NOVEMBER 2004 

TO 
IS 5086 : 1993 STENCIL PAPER — SPECIFICATION 

( Second Revision ) 

( Page 2, clause 4.14 ) — Insert the following after first sentence: 

'In case of single sided carbon paper, the facing of carbon coated paper shall be 
as agreed between the purchaser and supplier/ 

( CHD 14 ) 
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